NOTES:
1.

PLANS SHALL BE OF A QUALITY TO ALLOW MICROFILMING. (i.e. LINE WEIGHT AND LETTER

SIZE SHALL BE EASILY READ WHEN REDUCED BY 50%)

2. EXISTING IMPROVEMENTS SUCH AS CURB, GUTTER, SIDEWALK, DRIVEWAYS, ETC. SHALL BE

SHOWN BY DASHED LINES.
5. ALL PROPOSED CONSTRUCTION NOTES SHALL BE BOXED.

0O 10 20
5
A

Right of Way Line

Property Line

Center or Monument Line

Fasement Line

District Boundary
or City Limits

Line No.
Sheet No.

Type of Pavement Replacement
No. of Square Yards

Compaction Class

Graphic Scale

Bench Mark (Plan View)

Existing Elevation

f Proposed Elevation

Wire Fence

O——0Oo—0  Masonry Fence

Wood Fence

O O O O Barricade

o Traffic Sign & Delineator

H

Commercial Sign
Street Sign
Mail Box

>
/7

O—x Street Light
O

Telephone or Power Pole

DETAIL NO.

G-3110-1

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee

7/97

STANDARD SYMBOLS TO BE USED ON
CITY IMPROVEMENT PLANS

DETAIL NO.

G-3110-1




¢ Guy Anchor

g Traffic Signal Light
= (Direction Light Faces)

— TEL. CA— Telephone Cable
—TEL COND-  or Conduit

2" G—— Gas Line & Size
—2" H.P.G— High Pressure Gas Line
—TV.— Television Cable

-T.S. COND-  Traffic Signal Conduit

Oo— Gas Meter
Egi Palm Tree
709 (Show Height)

Tree (Kind & Trunk Dia.)

Evergreen Tree
(Kind & Trunk Dia.)

Hedge

| 2o

New A/C Pavement—Shaded

Existing A/C Pavement

A4 Concrete Underlay

m Concrete Pavement
m Concrete Sidewalk

Vertical Curb & Gutter
Roll Curb & Gutter
Single Vertical Curb

== == == Concrete Safety Curb

Concrete Valley Gutter
(w/Direction of Flow)

—_ Edge of Existing Pavement

Edge of Proposed Pavement
w/Thickened Edge

Wing Type Driveway

Return Type Driveway

DETAIL NO.

G-3110-2

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 7/97

STANDARD SYMBOLS TO BE USED ON
CITY IMPROVEMENT PLANS

DETAIL NO.

G-3110-2




S V—

»

@ & o

Concrete Apron

Survey Monument (Brass Cap,
Stone, Etc. in Hand Hole)

Survey Monument
(Brass Cap on Surface)

Survey Monument
(Rebar or Pipe)

Water Line & Size (18" or
Larger at 20 Scale)

Water Line & Size (15”7 or
Larger at 20 Scale)

Water or Gas Valve

Trapping Sleeve & Valve

Fire Hydrant

Thrust Block

Meter Box & Service

Reducer

T Tee
+ Cross

Bend

Sewer Line & Size (18" or

—18s— Larger at 20 Scale)
. Sewer Line & Size (157 or
18's Smaller at 20 Scale)
Sewer Service
——O—— Manhole
O Drop Sewer Connection
— Sewer Cleanout

DETAIL NO.

G—3110—-3

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:

Goodyear Standards and

Policies Committee

7/97

STANDARD SYMBOLS DTO BE USED
CITY IMPROVEMENT PLANS

ON

DETAIL NO.

G—3110-3




—18"Sh—

—12"SD—

—18"'CcP—

—12"CP—

Storm Drain & Size (18" or @

Larger at 20 Scale) Irrigation Standpipe

Storm Drain & Size (15”7 or

Alfalfa Val
Smaller at 20 Scale) alta Valve

Gutter Inlet

Curb Inlet

Irrigation Line & Size (18" or
Larger at 20 Scale)

Irrigation Line & Size (15" or
Smaller at 20 Scale)

Concrete Lined Ditch
Dirt Ditch
Center of Stream

w/Direction of Flow

Top of Bank
Toe of Slope

Irrigation Berm
Irrigation Junction Box
Wing Type Headwall

Plan Headwall

DETAIL NO.

G—=3110—-4

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:

Goodyear Standards and
Policies Committee 7/97

STANDARD SYMBOLS TO BE USED ON
CITY IMPROVEMENT PLANS

DETAIL NO.

L—3110—4




N

N

63.16"

CITY CENTER

3.16°

ARTERIAL

a =
75.00" 75.00"
AR
Ny 27.16" 8.00-]-8.00" 27.16"
»éﬁm.oo’asz,oo‘a sz.oo‘akm.oo’lt
. MAG Std. Det| 230
47A.C. MAG Std. [Det. 220—A €
Y(Mm.) /
L J : MEDIAN WITH
k12’J gl BASE LOW PLANTS — 12
SIDEWALK 12”A.B.C. (MIN.) | SIDEWALK

R ) ) R
‘ 75.00 75.00 |
38.84"
LANDSCAPED || MEDIAN
30.58" 19.42" 19.42" 30.58"
4.00° ) , ) , 4.00’
§-—12.00 12.00 ~—12.00 12.00
MAG Std. Det. 230 —| w §‘ Ly
<C <C
i} 1 i}
4"AC.
L [}
X Y(Mm.) < I\
m m © (o)
1 F
@ 7.42° 1 7.42° |
| g & | o] \“-MAG Std. Det. 220-A : : BASE |8
S/W ; , 12°A.B.C. (MIN.) S/W
42.58 14.84 4258
LANDSCAPED MEDIAN
30.00° . . 30.00°
-~ ANDSCAPE SETBACK***LANQS'SOCOAPE% FUTURE‘ LANES ~—LAN2§'SOCOAPE—»~LANDSCAPE SETBACK—
TO BUILDING 50.00" 50.00" TO BUILDING

SCENIC

ARTER

AL

/)

7

DETAIL NO.

G-3120

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Stand

Policies Committee

ards and
07,/01

TYPICAL CROSS-SECTION
FOR STREET CLASSIFICATION

DETAIL NO.

G-3120




- g P
-10.00" 55.00° 55.00° 10.00~
LS. o L.S.
7.42" | 7.
fract 17.00° 30.58’ 30.58" 17.00’ fract
4.00' , , , . 4.00
, 12.00 12.00'— 12.00 12.00 ,
~8.00™ W W ~8.00']
S/W 5 4"A.C. S S/W
w Y(Mm.) W
[ h m A I @ i BRSPS  —
L//l i BASE
MAG Std. Det. 220—A 19" ABC
MAG Std. Det. 230 (MIN.)
ARTERIAL STREET WTH BIKE LANE
R a R
10.00"] 65.00" 65.00’ l-10.00]
LS. a7 4 L.S.
Tract | 15007 42.58° : : 42.58° 15 00— Tract
4.00° , , , , , 400
, Fom—12.00"—F12.00 12.00— -—12.00 12.00—12.00——|
-8.00- z ) = -8.00™-
S/W 3 4 AC 3 S/W
Y Y(Mm.) Y
m T m
A TrEE
{ \ i BASE
MAG Std. Det. 220-A 12”A.B.C.
(MIN.)
MAG Std. Det. 230
MAJOR ARTERIAL STREET WITH BIKE LANE

DETAIL NO.

G-3122

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Stan
Policies Comm

dards and
ittee 07,/01

TYPICAL CROSS-SECTION

FOR STREET CLASSIFICATION

DETAIL NO.

G-3122




. g .
-10.00 40.00° 40.00° 40.00
LS. LS.
fract 15 49 25,16 7. 427 40 95.16 7 4~ Tract
~8.00" 3 AC (Min)  -8.00°
S /W S /W
8% | _s%

L MAG Std. GRADE TO BE BASE
Det. 220 — A 2”OBFELCOUvéEaT,OP 9" AB.C. (MIN.)
MAG Std. Det. 230
MAJOR COLLECTOR ROAD — WITH BIKE PATH
ra g ra
40.00] 30.00" 30.00" -10.00
LS. LS.
Tract | g 4o 50.58 90.58" 9,492 Tract
8,00 s ) -8.00™
W y 3" A.C. (Min.) S
. S . N
/MAG Std. Det. 220 — BASE
9> AB.C. (MIN.)
MAG Std. Det. 230
MINOR COLLECTOR ROAD — WITH BIKE PATH

DETAIL NO.

G-3124-1

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 7/97

TYPICAL CROSS-SECTION
FOR STREET CLASSIFICATION

DETAIL NO.

G-3124-1




MAG Std. Det. 230

—10.00" 40.00" 40.00 10.00—
L.S. , , L.S.
2.00 ) ) 2.00
7.42 | 7.42
Tract 3058’ Tract
4.00° 4.00°

, 12.00" 12.00— -—12.00° 12.00° ,
~8.00 Y Y ~8.00
S/W 5 3°A.C. |(Min.) 5 S/W
L ® I E— o | g

/ MAG Std. \  GRADE TO BE BASE
2” BELOW TOP
Det.220=4 OF CURS. 9”A.B.C. (MIN.)

MAJOR COLLECTOR ROAD — WITH BIKE LANE

il @ i
~10.00" 30.00’ 30.00° 10.00™
L.S. , LS.
6.00 6.00
Tract 5400 5400’ Tract
4.00° . 6.00"]6.00 . 4.00
TFQ.OO 12.00 "
~8.00 z z -8.00™
S/W - N . - S/W
/ W 3"A.C. (Min.) w /

e X
o ii o
——————— s
/ BASE

MAG Std. Det. 220—A

MAG Std. Det. 230

9"A.B.C. (MIN.)

MINOR COLLECTOR ROAD — WITH BIKE LANE

DETAIL NO.

G-3124-2

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 7/01

TYPICAL CROSS-SECTION
FOR STREET CLASSIFICATION

DETAIL NO.

G-3124-2




- g a
10.00 40.00° 40.00° 4000
LS. LS.
Tract |5 4o 30,58 30 58 .40+ Tract
500 12,00~ 2,008,008, 00— 2. 00"~ 2,00~ U
S/W PO\ﬂ‘ted S/W

Medlian Y 37 A.C. (Min.
ZMAG Std. Det. 220 — A BASE
9" AB.C. (MIN)
MAG Std. Det. 230
MAJOR COLLECTOR SPECIAL USE ROAD — WITH BIKE PATH

NOTE: FOR

USE IN INDUSTRIAL AREAS ONLY.
APPROVAL OF PUBLIC WORKS
DIRECTOR REQUIRED.

DETAIL NO.

G-3124-3

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee

7/97

TYPICAL CROSS-SECTION
FOR STREET CLASSIFICATION

DETAIL NO.

G-3124-3




25.00’ - 25.00’

-840~ 16.58—=l=—16.58’ -840~
—5.00" = ——15.00" =
S /W S /W

RQTAC(Mﬁ)
Sl

4?JZ§ Std. Det. 220-B

MAG Std. Det. 230

BASE
6”A.B.C.(MIN.)

~eSIDENTIAL - STREET

DETAIL NO.

PETALNO- | 60TTY OF GOODYEAR APPROVED BY: TYPICAL CROSS-SECTION 631261

Good Standard d
G-3126-1| STANDARD DETAIL Policies Commitice . 7/00 FOR STREET CLASSIFICATION




25.00° 25.00°
- 8,42 16.58° 16.58° - 8,42
* *

T15.007 .00

S/W S/W

RQW\C(Mﬁ)
4??:5 Std. Det. 220-B BASE

6”A.B.C.(MIN.)

MAG Std. Det. 230

ReSIDEN AL STREERT
WITH DETACHED SIDEWALK

* NOTE: 5 SIDEWALK MAY ENCROACH UP TO 1’

INTO THE P.U.E. ADJACENT TO THE RIGHT—OF—-WAY,

IN- WHICH CASE A 9 P.U.E. SHALL BE REQUIRED UNLESS OTHERWISE APPROVED BY CITY ENGINEER.

DETAIL NO.

G-3126-2

CITY OF GOODYEAR éEEdRyoe\éEDStBoYm:dords and
STANDARD DETAIL

Policies Committee

7/00

TYPICAL CROSS-SECTION
FOR STREET CLASSIFICATION

DETAIL NO.

G-3126-2




-10.00" 55.00" 55.00" 10.00™~
L.S. L.S.
TRACT , , , , , , TRACT
AND 20.42 27.16 | 7. 4242.42" | 27.16 20.42 AND
P.U.E P.U.E
~8.00" ~8.00"
S/W S/W
TELECOMMUNICATIONS i 27.00° 27.00’ (*)
AND FIBER—OPTICS ‘ WaeR
FACILITIES (TYP.)___ | - ,
o4 SEWER —+4.00
L NOTE 1— ] O 1
STORM
SEWER
ARTERIAL STREET
R a P
-10.00" 65.00" 5.00" 10.00'~]
L.S. L.S.
TRACT , , , , , , TRACT
AND 17.84 39.16 8.00'+4-8.00" 39.16 17.84 AND
P.U.E. P.U.E.
-8.00" -8.00"
S/W S/w
| 39.00" 39.00" |
\ 0
WATER
SEWER -—+4.00
STORM
SEWER
MAJOR ARTERIAL STREET
NOTE 1
TELECOMMUNICATIONS AND FIBER—OPTIC FACILITIES SHALL BE INSTALLED IN THE AREA OF THE RIGHT—OF—WAY BACK OF CURB
LOOKING NORTH OR IN THE P.U.E. EXCEPT WHERE REQUIRED TO CROSS PUBLIC STREET RIGHT—OF—WAY.
OR WEST
PAVEMENT CUTS OF PUBLIC STREETS ARE NOT PERMITTED. FACILITIES SHALL BE BORED UNDER PAVEMENT AND CURB.
ALTERNATIVE FACILITY LOCATIONS AND REQUESTS TO CUT STREET PAVEMENT REQUIRE THE APPROVAL OF THE PUBLIC WORKS
DIRECTOR AND THE CITY ENGINEER. SUPPORTING JUSTIFICATION IS REQUIRED FOR ALL REQUESTS.
(;ETQH%OQ erry O GOODYEAR éEE?ﬁzEDSEGY”:WdS and STANDARD UTILITY LOCATION GDE-TQ%OQ
STANDARD DETAIL Policies Committee 12 /00




’

. ; .
|

-10.00 40.00' 40.00' l10.00
LS. | LS.
TRACT | | TRACT
AND —| 7.42' 25.16’ | 7427 42 25.16' 7.42" = AND
P.U.E. P.U.E.
~8.00’ -8.00™-
S/W
TELECOMMUNICATIONS S e ——
AND FIBER—OPTICS 5%3200’ 32.00’ g
FACILITIES (TYP.) e ‘ 20.00° 20.00° *
B e O O NS
«—NOTE 1 SEWER 4 .00 4=———+4.00’ sewer e

Q O -——NOTE 11—+

storm STORM
sewer SEWER

MAJOR COLLECTOR ROAD

q
30.00’ 30.00’
20.58' 20.58'
——12.00—+—12.00—
O —6.00-6.00— O
i o O i
me SEWER sewer ‘ “,\\"/’\:4 ,
~——NOTE 1—— 4.00’ 400 NOTE 4
LOOKING NORTH storm  STORM
OR WEST sewer SEWER

MINOR COLLECTOR ROAD
NOTE 1

TELECOMMUNICATIONS AND FIBER—OPTIC FACILITIES SHALL BE INSTALLED IN THE AREA OF THE RIGHT—OF—-WAY BACK OF CURB
OR IN THE P.U.E. EXCEPT WHERE REQUIRED TO CROSS PUBLIC STREET RIGHT—OF—-WAY.

PAVEMENT CUTS OF PUBLIC STREETS ARE NOT PERMITTED. FACILITIES SHALL BE BORED UNDER PAVEMENT AND CURB.

ALTERNATIVE FACILITY LOCATIONS AND REQUESTS TO CUT STREET PAVEMENT REQUIRE THE APPROVAL OF THE PUBLIC WORKS
DIRECTOR AND THE CITY ENGINEER. SUPPORTING JUSTIFICATION IS REQUIRED FOR ALL REQUESTS.

DETAIL NO. CITY OF GOODYEAR
G-3134 | 'STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 12,/00

STANDARD UTILITY LOCATION

DETAIL NO.

G-3134




LOOKING NORTH
OR WEST

TELECOMMUNICATION
AND FIBER—=OPTICS

FACILITIES (TYP.)

NOTE 1

TELECOMMUNICATIONS AND FIBER—OPTIC FACILITIES SHALL BE INSTALLED IN THE P.U.E. EXCEPT

,,,,,

a 2
22, 006 20, 06—+ 8 UOOE/«
8 42’ 16.58* 16,08 8 42" —
5. o 5. 00’
—S/ W S/ W
12,004
—16.00"~— O I
O WATER ol
L SEWER  =—+.4.00’ 4,N<)férw<,

STORM
SEWER

RESIDENTIAL STREET

WHERE REQUIRED TO CROSS PUBLIC RIGHT—OF—=WAY.

PAVEMENT CUTS OF PUBLIC STREETS ARE NOT PERMITTED. FACILITATES SHALL BE BORED UNDER

PAVEMENT AND CURB.

ALTERNATIVE FACILITY LOCATIONS AND REQUESTS TO CUT STREET PAVEMENT REQUIRE THE APPROVAL
OF THE PUBLIC WORKS DIRECTOR AND THE CITY ENGINEER. SUPPORTING JUSTIFICATION IS REQUIRED
FOR ALL REQUESTS.

DETAIL NO. CITY OF GOODYEAR APPROVED

G-3136

STANDARD DETAIL

BY:

Goodyear Standards and
Policies Committee

12,/00

STANDARD UTILITY LOCATION

DETAIL NO.

G-3136




GREEN REFLECTIVE
BACKGROUNQ(

152

DRILL AND TAP FOR 5/16”
SET SCREWS (MIN. OF 4" RE
127

QUIRED)
| ]\ﬂ

=

SIGN—TO—SIGN BRACKET
51/2” W/ 1/2” CLEARANCE

SIGN BLANKS

WHITE 27 LEGEND

(e I o]

<— 800 N
ND AVE

L Ay

-

RILL AND TAP FOR 5/16" SET
SCREW (MINS. OF 3 @ 1207)

7'=0" MIN.
=
5 —0"MIN. FROM
FACE OF CURB.
NUANAN NN
% RN
Sy

WHITE 4" LEGEND

S

-

\

DRILL AND TAP FOR
5/16" SET SCREWS (MIN. OF
2 REQUIRED)

SIGN—=TO—POST BRACKET

1 3/4” TELESPAR POST

HOLE OPPOSITE SIDES FOR PERFECT
ALIGNMENT W/ VANDAL PROOF BOLTS.

DETAIL NO.

G-3140

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 7/97

STREET NAMES SIGNS AND SUPPORT

DETAIL NO.

G-3140




1. FIRE LANE SIGNS SHALL BE INSTALLED AS REQUIRED BY FIRE PREVENTION.

A. SIGNS SHALL BE 12”7 WIDE AND 18” LONG BY .063" THICK. THEY SHALL
HAVE A REFLECTORIZED SURFACE USING SCOTCHLITE MATERIAL OR EQUAL.

B. THEY SHALL BE MOUNTED ON STURDY METAL POSTS WITH THE BOTTOM
OF THE SIGN NO LESS THAN 5—0" INCHES AND NO GREATER THAN 7'0" ABOVE GRADE.

C. THE SIGN SHALL READ AS FOLLOWS:

1/4” RED BORDER LINE
\ WHITE
R=1—1/2"

.8
— BLACK
ﬁD\A.:g’

-—3/8"
RED

18"

1
FIRE LANE |2
CITY OF GOODYEAR

CODE SEC. 13-3-7
DIRECTIONAL ARROW WHEN

+—) REQUIRED BY FIRE PREVENTION

127

RED LETTERS TYP. FOR 1”7 & 27 LETTERS

2. SIGNS SHALL BE PROVIDED BY PROPERTY OWNER / OCCUPANT.

DETAIL NO.

G-3142

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:

Goodyear Standards and FIRE LANE SIGN INSTALLATION
Policies Committee 7/97

DETAIL NO.

G-3142




PARALLEL
PARKING

12

23

ONE WAY

PROPERTY
LINE
ﬁ

-/

1

SEE NOTE NO.

TWO WAY

90" PARKING

PROPERTY
LINE

- 3 (MAX.)
OVERHANG

WALL, FENCE,
SEE_NOTE NO. 2 OR BUILDING
[—] [—] :I’ [—] [—] [—]
2 12" 14"
SINGLE HANDICAP
PARKING SPACE
)
o
2 OR MORE HANDICAP
PARKING SPACES
)
8
1 23’ |
- \
8

ANGLE PARKING

A

\

c
E C

c

C

£

/SEE NOTE NO. 1

—-— WALL, FENCE,
OR BUILDING

4 see noTE
\ NO. 2

WASNN

WHERE NO WALL OR BUILDING EXISTS, A 6” HIGH CURB OR BUMPER GUARD IS REQUIRED
SO THAT NO PART OF THE VEHICLE EXTENDS OVER OR BEYOND THE PROPERTY LINE.

A 6”7 X 18” CONCRETE CURB IS REQUIRED BETWEEN AREAS OF VEHICULAR ACTIVITY AND
PUBLIC RIGHT—OF—WAY, I.E., STREETS AND ALLEYS.
WHERE PARKING ABUTS A PERIMETER WALL/FENCE OR BUILDING, A 6" BUMPER GUARD
IS RECOMMENDED TO PREVENT VEHICLE OR STRUCTURE DAMAGE.

A B c c D E* £
PARKING STALL CURB DRIVEWAY WIDTH
ANGLE WIDTH STALL DEPTH LENGTH | ONE—WAY | TWO—WAY
30° 10 19.25° 15' 20° 1 23
45° 10 215" 18’ 14.2" 13 23
60" 10 22.5' 20° 1.5 18’ 23

*20" (MIN.) WIDTH WHERE FIRE DEPT. ACCESS IS REQUIRED.

DETAIL NO.

G-3150

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:

Goodyear Standards and

Policies Committee

7/97

PARKING LOT DIMENSIONS

DETAIL NO.

G-3150




6" WALL SHALL BE
PLACES OUTSIDE PAD AREA\

THIS AREA IS TO BE = -

UNOBSTRUCTED. INCLUDING ‘ o
SEE SECT. 8.23
CURBS AND LANDSCAPING \
_|B2 FOrR PAD  H |
|| sizEs. N
. )
| |
]
L /\\ L4 CONCRETE SLAB SHALL
\ _/ BE FLUSH WITH EDGE OF DRIVE
\\ - ~ ~

IF GATES ARE INSTALLED , THEY MUST
CLEAR DRIVEWAY AND BE ABLE TO

BE LOCKED IN PLACE SO AS NOT

TO INTERFERE WITH THE OPERATION

FOR THE COLLECTION TRUCK. (SEE NOTE 4)

OPTION NO. 2

‘ ‘ OPTION NO. 1
PARKING

BUILDING

DRIVE THRU
PARKING

PARKING

OPTION NO. 3
PARKING

EXIT ‘ ‘ ‘ ‘ ‘ENTRANCE

NOTES:

1. FRONT—END LOADING CONTAINERS WILL BE PLACED THROUGHOUT THE CITY AND
IN ALL NEW COMMERCIAL BUSINESSES LOCATING IN GOODYEAR.

2. ENCLOSURES IN INDUSTRIAL AREAS SHALL BE PLACES IN THE BACK OF THE
LOT IN LINE WITH THE DRIVE THRU SO THE DRIVER CAN HAVE A DIRECT
APPROACH TO THE REFUSE BIN, SERVICE IT, AND EXIT THE FACILITY.

3. THE ENCLOSURE SHOULD NOT BE PLACED AT THE END OF A DEAD END
STREET UNLESS THERE IS A TURNING RADIUS OF FIFTY FIVE (55) FEET.

4. THE ENCLOSURE SHALL BE FREE OF ANY OVERHEAD OBSTRUCTION WHICH
MY INTERFERE IN THE SERVICING OF THE CONTAINER.

DETAIL NO.

G-3160

CITY OF GOODYEAR
STANDARD DETAIL

éPPROVED BY: REFUSE COLLECTION STATION LOCATIONS
oodyear Standards and

Policies Committee 7/97 DESIGN AND CONSTRUCTION

DETAIL NO.

G-3160




IN A CORNER OR AT THE BACK OF
A PARKING STALL IS UNACCEPTABLE

6 WALL SHALL BE FOR SIDE LOADING ONLY.
PLACES OUTSIDE PAD AREA\ CORRECT LOCAT\ON7
THIS AREA IS TO BE = - -
UNOBSTRUCTED. INCLUDING | |
SEE SECT. 8.23
CURBS AND LANDSCAPING |
_-|B2 FOR PAD [+ |
|| SIZES. RN
/ | | N
[ | . | [
16’ (MN.\) \ ‘ | 47 CONCRETE SLAB SHALL
|

| /A / BE FLUSH WITH EDGE OF DRIVE
CLEARANCE _ ~ \\//

EACH SIDE IF GATES ARE INSTALLED , THEY MUST
- DIRECTION | FAR DRIVEWAY AND BE ABLE TO
OF TRAFFIC  BE [ OCKED IN PLACE SO AS NOT
TO INTERFERE WITH THE OPERATION
FOR THE COLLECTION TRUCK. (SEE NOTE 4)

CRITERIA FOR 2 & 3 YD. REFUSE CONTAINERS

L
=
o4
=

117 (MIN.)

55" (MIN.)
|
ALTERNATE DRIVE LOCATIONS
MUST PROVIDE FOR A 20
MINIMUM 55F00T TURNING
RADIUS. ﬁ%’ | (MIN.)
INZ, 6" CONCRETE SLAB— © =
G N =
N, NV E
Z w
DIRECTION = g
OF TRAFFIC B

CRITERIA FOR 20 YD. & 40 YD. REFUSE CONTAINERS

NOTES:

1. THE CITY OF GOODYEAR, PUBLIC WORKS DEPARTMENT SANITATION
SECTION, PER CITY ORDINANCE, WILL PROVIDE REFUSE—CONTAINERS
FOR MULTI-FAMILY COMMERCIAL, INDUSTRIAL AND INSTITUTIONAL
DEVELOPMENTS WITHIN THE CITY LIMITS OF GOODYEAR.

2. MULTIPLE REFUSE CONTAINERS SHALL BE PLACED ON THE RIGHT SIDE
OF THE DRIVE IN RELATION TO THE TRAFFIC FLOW SO COLLECTION
TRUCKS MY BE ROUTED THROUGH THE SITE IN ONE DIRECTION

3. TEMPORARY REFUSE CONTAINERS DO NO REQUIRE A CONCRETE PAD.

4. GATES ARE REQUIRED ON ALL ENCLOSURES FOR COMMERCIAL PROJECTS
IN LOCATIONS VISIBLE TO THE PUBLIC.

DETAIL NO.

G-3161

CITY OF GOODYEAR
STANDARD DETAIL

éPPROVED o REFUSE COLLECTION STATIONS
oodyear Standards and
7/97 DESIGN AND CONSTRUCTION

Policies Committee

DETAIL NO.

G-3161




NOTE:
1. 1/2" EXPANSION JOINT, ASTM D—1754
PER MAG SECTION 729.

ALLEY OR //
/DR\\/EWAY

SURFACE TO
MATCH ALLEY
OR DRIVEWAY

ANGLE PICK—UP

CLASS "B”
CONCRETE

3—4" DIA.
STEEL POLES

12'=0" x 12'=0" x 6" THICK
CONCRETE APPROACH SLAB WITH
THICKENED EDGES, CLASS "B”
CONCRETE W/ 6" x 67, 1.4 x1.4
WWF, ON COMPACTED SUBGRADE.
APPROACH SLAB SHALL HAVE A
CONSTANT SLOPE WHICH MATCHES
THE ENCLOSURE SLAB.

/2" EXPANSION
JOINT

QI SLOPE TO
#4 BAR DRAIN (TYP)
ol

APPROACH SLAB
THICKENED EDGE DETAIL

8" CMU BLOCK OR STUCCO

TO MATCH BUILDING \ I ) A
—

12’—=0" x 12'=0" x 8" THICK — =
CONCRETE APPROACH SLAB WITH

—o1/2" EXPANSION
JOINT

THICKENED EDGES, CLASS "B”
CONCRETE W/ 8” x 87, 1.4 x1.4

>0

APPROACH SLAB SHALL HAVE A

CONSTANT SLOPE WHICH MATCHES

\
\

WWF, ON COMPACTED SUBGRADE. || 3
\

THE ENCLOSURE SLAB. \

25" CLEAR APPROACH

THICKENED EDGE DETAIL

PLACE 3—4" DIA. STEEL
POLES 60" ABOVE GRADE
CAP OR GROUT FULL. PAINT
TO MATCH WALL COLOR.

GROUT CELLS FULL

2— 4
BARS

6-0"

-

o #4 DOWELS
@24” 0.C.
e
_a WALL
MESH
-

FINISH GRADE

‘ 1]

ALTERNATE
FOOTING

SECTION A=A

_[0] [
§ul o

EI
2”7 MIN.
12

DETAIL NO. CITY OF GOODYEAR APPROVED BY:

G-3162-1 Goodyear Standards and
STANDARD DETAIL Policies Committee 7/97

REFUSE ENCLOSURE

DETAIL NO.

G-3162-1




3"@@C SCH 40 STEEL VENT PIPE

NOTE: METER VAULTS MAY BE EITHER

S VAULT DIMENSIONS TABLE
[ ) WITH CAP. DRILL 1/4”¢ HOLES BLOCK MASONARY OR CAST—IN—PLACE OR . . -
R - ] 1”7 0.C. IN TOP 12" OF PIPE. PRE—CAST CONCRETE, SEE MAG STD MAIN SIZE 3 4 6
o STRAP PIPE TO WALL. INSTALL DETAIL 321 FOR VAULT CONSTRUCTION. ) 8_4" | 10-6" | 12—-0"
VENTS IN UNPAVED AREAS ONLY.
o GROUT s (B) 4-6" | 5-0" 5-0"
. WATERTIGHT
o (TYP.) FINISH GRADE ,
3 MIN. (A)-VARIES, SEE VAULT DIMENSION TABLE ABOVE
/\memummmmum!
" HOLE DIAMETER IS 17 A
a LARGER THAN FLANGE 0.D.
<¢ . DUCTILE IRON
21 R4 PIPE REQUIRED
ol — O h
? \ W | T 3" AR VENT |
= 18" 247 3
2 : NN ‘ o \ \
= _ 3 |
= BY
s W FLOW_ ¢ \ [ —] !
° PASS - ‘ —
: | | I e i — = S,
7z | 2
4 B Wl o ‘ -
N Lo RESTRAIN FLANGED THROUGH //// o
N \:;/ TYPICAL > % N \ WALL WITH 5/8” ALL THREAD =
5 BOTH | 2 \ WITH 1/4" PLATE EACH SIDE. .
= L] SIDES S | =
= 10 s | O o |
a = 2 < ‘
> .
: I E | 378 AR VENT  ——~— |
[ e, e e # N )
x 12" x 6” CONCRETE
ADJUSTABLE \\g, BASE (TYP.) A
METAL PIPE
SUPPORTS EXCEPT FOR 2” COPPER BYPASS ALL FITTINGS WILL BE
TYP. THROUGH 4" CRUSHED  INSULATE WATER MAIN FROM CONCRETE FLANGED. UNIFLANGE NOT ACCEPTABLE UNLESS APPROVED
ouT ROCK BOX WITH 17 RAMNECK OR OTHER BY WATER OPERATIONS. 2" COPPER BYPASS WILL BE
EXPANSION MATERIAL APPROVED BY THE JOINED WITH SILVER SOLDER EXCEPT AT 2” CORP STOP
ENGINEER. GROUT BALANCE OF OPENING WHICH WILL BE PAC JOINT.
SECTION _A—A PER MAG SPECIFICATIONS
VAULT INSTALLATION -
DETAIL NO. APPROVED BY: DETAIL NO.
- - [e]e) ear andardas an - =
CITY OF GOODYEAR Goody Standard d REFUSE ENCLOSURE

STANDARD DETAIL

Policies Committee

7/97

W/ GREASE CONTAINMENT AREA




PLACE 6—4" DIA. STEEL

8" CMU OR BLOCK OR STUCCO
TO MATCH BUILDING

\\\\\\\\ r-)>A

POLES 60" ABOVE GRADE B —— W —— —
CAP OR GROUT FULL. PAINT N "
TO MATCH WALL COLOR. " gy 6"
8” - X - X
S THICK CONCRETE APPROACH || o«
TN N — SLAB WITH THICKENED | < "m
CELLS FULL . . . . n1’-8 EDGES, CLASS "B” CONC. | -
i ) ok W/ 6" x 67, 1.4 x 1.4 a °%
E alll WALL WWF, ON COMPACTED oz ,
#4 DOWELS___| NN e MESH SUBGRADE. APPROACH SLAB || IS b | ed/2 EXPANSION
@24 0.C. @ - SHALL HAVE A CONSTANT | el
7_g" SLOPE WHICH MATCHES <|lof
¢ ¢ t FINISH GRADE " T1iE ENCLOSURES SLAB. | dira %
I —(l] i = | NEE
S S I 2" MIN. olaz ™
12", Z|g | NN
kS 5 =3 \ NI
2— 44 12 | nS
BARS #4 BAR B~
cLASS "B 7 CONT 4,46” | 3 =
CONCRETE
SECTION _A—A APPROACH SLAB L M -
THICKENED EDGE DETAIL il il mn T
OR o
ALTERNATE 12-0
FOOTING

o
CLR. s
BARS
SLOPE TO CONT

DRAIN (TYP)

CLASS "B
CONCRETE

‘ 25" CLEAR APPROACH

PLAN

NOTE:
I 1. DOUBLE ENCLOSURE FOR ANGLE PICK—-UP
SIMILAR TO COS DET. 2146-1
2. 1/2" EXPANSION JOINT, ASTM D—1751
PER MAG SECTION 729.

APPROVED BY:
Goodyear Standards and
Policies Committee

DETAIL NO.

6 3164-1|CLTY OF GOODYEAR

STANDARD DETAIL

7/97

DOUBLE REFUSE ENCLOSURE

DETAIL NO.

G-3164-1




Place 7—4" Dia. Steel 8” CMU Or Block Or Stucco \ ﬁA

Poles 60" Above Grade To Match Building
Cap Or Grout Full. Paint
g'— - To Match Wall Color. Grout =4 —— — -
‘ ‘ Cells Full ‘ B
V5 ie}
g ~ ~ ~ ~ N |
71,74,, R L #4 Dowels @ ‘ 5
Wall Mesh< 7 24" 0.C. (Typ.) | L
(Typ.) 4 A ‘ s
Finish Grade 17-8" 12'=0" x 26'-2" x 6" J 1/2” EXPANSION
* 1] + * Thick Concrete Approach ! ~NZ o™ JOINT
=] u u U u U u Slab With Thickened | w| o2
27 Min. = = = = = = Edges Class "B” Conc. | S C .
S |9 N 12" w/ 67 x 87, 1.4 x 1.4 ol 89 %
N 5 2:( © »‘ ‘f WW{, On Compacted /\\T\ N 8% N
Al N Subgrade. Approach Slab \ . N =T "
_ Shall Have A Constant N —| %3
SECTION A—A Siope Which Matehos B S8 28
2= #4 The Enclosure Slab. | ~ oo ™
Bars 58
Cont. | ol
| "
\
SLoPE
TO | 3 1—0" R
e DRAIN | "
Class "B 8
Concrete (Typ.) | N
\ o e
Alternate | !r
npn Footin
Class "B 9 (I A U S
Concrete T I
(Typ.)
12'-0
\ 25' CLEAR APPROACH 94"
127 ‘ 1
X #4 Bar NOTES: ) A
46”F 1. Double Enclosure For Angle Pick—Up M
Similar To COS Det. 2146-1
APPROACH SLAB 2. 1/2” Expansion Joint, ASTM D—1751
THICKENED EDGE DETAIL Per MAG Section 729,
DETAIL NO. APPROVED BY: DETAIL NO.
6 51640 | CITY OF GOODYEAR | ATPEOFPBr DOUBLE REFUSE ENCLOSURE 6 B

STANDARD DETAIL AN hivtier e 7 /97 W/ GREASE CONTAINMENT AREA




il

Heavy Duty Door
Hinge, Weld To
Channel. 3 Each

H HTH H -
(1117

Finish Grade

H

Y
4

l
OA
o
[
=}

«Q

8" x #18.7 Channel
(Typ.) See Channel
Anchor Detail

HINGED DOOR

Lockset As Approved By

The City Of Scottsdale
/Woter Production Manager

8" Block WGH\

1”7 x 8" T & G Western Red
Cedar Or T & G Redwood
Siding With (8) 1/4"—20NC x
3" Carriage Bolts, Lock
Washers & Nuts Each Board

N\

1/2" Stop Bolt
Thru Square
Tubing (Front)

Gate Guide

*A See Detail /
Y

<

8" Block
Wall

L
5

Va ‘ ¥ [ 1/2" ¢
/ 1 — Stop Bolt
Aligning Guide l Thru Sq.
1 L Tubing
g0 | T
Hasp Location L I — —
(Typ.) Facing ‘ I ‘ I
Out \\\ 1] N L
) 1 O? Kﬂw
8 Hx 9 W O ‘
Siding Gate m I — L
Make 2, 1
Opposite Hand - L
Welded 7’1 ||
4” Special Duty Caster 2" Square /| [~
(V—=Groove Metal Wheel) Tubing |
At Each End Of Gate
¢ 16
Opening Hﬁ‘ @j
e — —1| Concrete
ad gl a9 [ >” Track Apron
-
T 4
pal
4 < } Footing 4
<
y . <
Groutt Solid 1 1/2" & Track, 18" Long
(Typical) Each Side Of Opening ¢
/ A And 4" From Wall Face,
/ Weld Rebar To Channel Imbed In Concrete
t=— 8" x #18.7 Steel Channel ELE\/A—HON

#4 Rebar
Anchor Bolt
@ 16" 0.C.

- 21/2”

[

CHANNEL ANCHOR DETAIL

DETAIL NO.

G-3166-1

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee

7/97

16' SLIDING GATE & HINGED DOOR

DETAIL NO.

G-3166-1




Western 2" |Square
Stgel Tube
%,/Red Cedar =
- e ——
S~~~ s~~~
[ I [T [T
[

T
i
1/4" Spocer/

]

5/16" @ Holes Drilled And Countersunk
Fasten With 5/16” N.C. Carriage
Bolts, Nuts And Lock Washers Thru

5/16” @ Holes
71/2" Drilled And
Countersunk
71/2° 71 Typical
3/47_| 11/4 3/4 2 1/2" 1/2,,»{ }* 1/2"
RN
& & [ ] 13~ T Dj]]
RN SR
L 1/4" Flat St. Bor—/ 3”
Hinge
5/16" ¢ Holes Drilled And Countersunk  _
Fasten With 5/16” N.C. Carriage ~
Balts, Nuts And Lock Washers Thru } »
Steel Tubing Or Steel Door — 1/2" Hole
] 1/2”
HASP DETAIL "
N.T.S.
Gate 1/4” Spacer
Typical

i Flare
| Gate Guide
;‘ I /Beyond
Weld To L
Channel | | N e e e e —=—~v——1—p1 [ T T T 7
[ —
" \1/2” Dia. Stop
ﬁ ********* ‘ |\ Bolt Thru
L L— Sq. Tubing
45" (Typ. - — — //Q/// (Back)
2|27 16" 27|27| W — ]
-
N R
: © :
0 ‘ < |
— — — ol < <+
< 9
77777 <% v
e N 6" #4 Rebar v T e
Anchor, Weld < h
1/4" Steel Plate To Track @ v J v
18" 0.C. 5 < T

| -

GATE GUIDE DETAIL P S

K 16" Cgncrete V/
< v
(MAKE 2, 1 OPPOSITE HAND) vt s T Treck Apron
N v
N v ” v o 9
: 24" Thru Gate Gpening

| W

SECTION A—A

7/97

~— Cate Steel Tubing Or Steel D HOTES:
e~ e — i . .
i | eel lubing Lr steel Loor 1. Contractor shall prime and paint all metal surfaces
‘ . . and shall seal all wood surfaces. Before application,
45° (Typ.) 3 9 .“ N the color and manufacturer of the paint and sealer
\\/‘ I shall be approved by the City.
2" 9” »
‘ 1/4” Steel Plate 2. Prior to painting, all surfaces shall be cleaned free of
concrete, mortar, rust, dirt, and any other objectional
PLAN ELEVATION materials.
3. Apply one (1) primer coat and two (2) exterior alkyd
AL‘GN‘NG GU‘DE DETA‘L gloss enamel coats to metal.
2 Required
DETAIL NO. APPROVED BY: DETAIL NO.
CITY OF GOODYEAR
G-3166-2 Goodyear Standards and 16' SLIDING GATE G-3166-2
STANDARD DETAIL Policies Committee




UNDEVELOPED LAND

UNDEVELOPED LAND
\_/ \_/
FUTURE SUBDIVISION FUTURE SUBDIVISION
</—( ) BARRICADE (/H( )
2 o o o/ RWTORM) aa_s
BARRICADE —~¢
(R/W 10 R/W) N\
g PLATTED
PLATTED PLATTED LOT
LOT \ \ LOT o—o_o ‘
| | ‘
.
PLATTED |
LOT ‘
SIMPLE DEAD—END
STAGGERED DEAD—END
UNDEVELOPED / n
LAND =
(FUTURE |
SUBDIVISION) &| N UNDEVELOPED
)
PLATTED | ol Fﬂﬁﬁ%E
LOT | PLATTED &
LoT = SUBDIVISION)
L
BARRICADE ‘ =
(R/W TO R/W) ol
BARRICADES v
SHALL BE Ol
M.A.G.130 2
STANDARD L o INTERIOR OR =l
TYPE ”B” COLLECTOR STREET |l — BARRICADE
x\h (R/W TO R/W)
BARRICADES
glP SHALL BE
. M.A.G.130
= STANDARD
PLATTED @ TYPE 'B
LOT 0
PLATTED | ry
‘ LOT =
\ )
i :
o
T
~
”T”\NTERSECWON "T" INTERSECTION

W/ DEAD—END ON "T”

DETAIL NO.

G-3170

CITY OF GOODYEAR
STANDARD DETAIL

Policies

APPROVED BY:
Goodyear Standards and

Committee 7/97

BARRICADING ON SUBDIVISION STREET

DETAIL NO.

G-3170




